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Color
1 White-orange
2 orange
3 white-green
4 blue
5 white-blue
6 green
7 white-brown
8 brown

Communication 
Terminal Assembly

12

Inverter Grid

Step A Step B

(Long Press)5~15 s(Click）＜1 s

Step A Step B
＜5s

When the battery system is switched on, the power button indicator lights up.
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GD Midea Heating & Ventilating Equipment Co., Ltd.
Penglai Industry Road, Beijiao, Shunde, Foshan, Guangdong, 528311, P.R.China
Email: midea_cac_service@midea.com.cn
Web: mbt.midea.com/global
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Cable conduit

M4

WiFi Dongle

M4

These accessories are only required when 
installing multiple stacks of batteries M4
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Terminal Cover

Primary Secondary 

Connecting to inverter

Unit: mm

Prefabricate power cable

L1 L2 L3 N

LOAD

GRID

communication cable

Here are two versions of CT cables' colour. 
Version 1：S1-White, S2-Black 
Version 2：S1-Red, S2-Black
CT shall be subject to the actual product!
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  Grounding wire Connecting 
plate ×2Power cable

GRID Connector BACKUP Connector 

GRID Connector

Australia
The PE terminal of BACKUP in the countries 
above is not wired and N terminal is 
connected to ground cable

New Zealand South Africa 

GRID Connector
T10~T15 (10mm² Cooper Wire) 
T8 (6mm² Copper Wire)
The diameter and material of PE wire is the 
same as power cable

BACKUP Connector
T12~T15 (6mm² Cooper Wire) 
T8~T10 (4mm² Copper Wire)
Min. diameter of PE wire is 10mm² and its 
material is the same as power cable

Connection of BMS Control Box and Inverter

AC Connection

Connection of Metering

Standard solution - CT

Installing Inverter

PV Connection

Connection of Communication Cable

Overall Cable Connection

Power On/Off OperationsOptional solution ‒ Meter

Installing the Parallel Machine

Power Off 
Procedure:


